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IMB-ADL-Q670

Specifications

micro-ATX £z LGA1700 Intel® 12th/13th
Generation Core™ i9/i7/i5/i3. Pentium® #0
Celeron® 41222, DDR4, =EME. XNE 2.5GbE
M. USB 3.2, SATA 6Gb/s, HD Audio, & RoHS

Features

» Z3FLGA1700 Intel® 12th/13th Generation Core
i9/i7/i5/i3, Pentium and Celeron &858 ( Z#HESiA
125W)

» $NE@1EDDR4 3200MHzER S 2 $5128GB

» %5 DVI, VGA and AERDP++ =EHME

» ZHH1/PCle x16, 24 PCle x4, 14°PCle x1 ¥ FR{@1E

» S2Fi2NM.2 M keyF144NSATARTF fiE

Rrzeas
RSP micro ATX
£
CPU LGA1700 {fHi&z 558 12/13 X Alder Lake-S/Raptor Lake-S Intel® Core™
i9/i7/i5/i3/Pentium®/Celeron® &-I22E ( #5554 125W TDP CPU )
e Intel® Q670/Q670E
ke 4 x 288-pin 3200 FWi&;& DDR4 SDRAM 4877 DIMMs, 2157514 128GB
A7 LR 128GB
eV ETE ! 1 x CPU REHEO (1x4 pin)
1x REREEED (1x4 pin)
R
R~ (LxWxH) (mm) 244mm x 244mm
BE 700g
FiE
=f# 4 x SATA : 25RAID 0/1/5/10
2 X M.2(NGFF) -
1 x M Key (2242/2280, PCle x4)
1 x M Key (2242/2280, PCle x2)
/0 &0
EREH 1 X VGA : &iX 1920x1200@60Hz
1 x DVI-I : &iX 1920x1200@60Hz
1 x DP++: 51X 4096 x 2304 @60Hz
e 2 X LAN -
LAN1: Intel® 1225LM 2.5GbE controller
LAN2: Intel® 1225-V 2.5GbE controller
i HD Audio -
Realtek ALC888S =i}
x E5MEFL (Line-in, Line-out, Mic-in)
1 x FEHLEFH (2x5 pin)
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jfe}::3m 8 x AERRS-232 : 2x20 pin, P=2.54

2 x NEBRS-232/422/485 : 2x5 pin, P=2.54
4 x 4MEB USB 2.0 (Type A)

6 x 9MEB USB 3.2 Gen1x1 : 5Gb/s(Type A)
4 x 4MEB USB 3.2 Gen2x1 : 10Gb/s(Type A)
1xI2C: 1x4 pin

¥R 1 x PCle x16 : Gen4 slot with x16 Signal

2 x PCle x4 : Gen4 open-end

1 x PCle x1: Gen3

2 x M.2(NGFF) -
1 x M Key (2242/2280, PCle x4) Z#5NVMe7Z it
1 x M Key (2242/2280, PCle x2 for SSD) 2#%NVMe7Zfi&

IR

RN 3.3V@1.36A, 5V@11.85A, 12V@5.75A, 5VSB@0.38A (Intel® Core ™ i9-12900E CPU with two 32 GB
3200 MHz DDR4 memory, EuP mode enabled)

FRMALtE ATX/ATHLR
ZHAT/ATXHER,
48 ErP/EuP

782

IRERE 0°C~60°C

FEaE -30°C~70°C

Humidity 5% ~95%, L)%

Ordering Information

IMB-ADL-Q670-R10 micro-ATX motherboard supports LGA1700 Intel® 12th/13th Generation Core™ i9/i7/i5/i3,
Pentium® and Celeron® processor, DDR4, triple independent displays, dual 2.5GbE LAN, M.2,
USB 3.2, SATA 6Gb/s, HD Audio and RoHS

Packing List
1 x IMB-ADL-Q670 & 4R B2 fisi 2 x SATA &#1
1x1/0 #R& 1xQIG
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